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Abstract
The basic objectives of site-specific management of agricultural inputs are to increase profitability of crop production, improve product quality, and protect the environment. Information about the
variability of different soil attributes within a field is essential for the decision-making process. The
inability to obtain soil characteristics rapidly and inexpensively remains one of the biggest limitations of precision agriculture. Numerous researchers and manufacturers have attempted to develop
on-the-go soil sensors to measure mechanical, physical and chemical soil properties. The sensors
have been based on electrical and electromagnetic, optical and radiometric, mechanical, acoustic,
pneumatic, and electrochemical measurement concepts. While only electric and electromagnetic sensors are widely used at this time, other technologies presented in this review may also be suitable to
improve the quality of soil-related information in the near future.
© 2004 Elsevier B.V. All rights reserved.
Keywords: Precision agriculture; Soil sensors; Mapping soil properties

1. Introduction
Soil testing results are important inputs to the profitable application of fertilizer, lime,
and other soil amendments. When soil test results are combined with information about the
nutrients that are available to the various crops, a reliable basis for planning the fertility
∗
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program can be established (Hoeft et al., 1996). An appropriate test may be based on local
soil and crop conditions as well as personal preference. A standard test usually includes
determination of available phosphorus (P), exchangeable potassium (K), calcium (Ca), and
magnesium (Mg), their saturation percentages, the cation exchange capacity (CEC), pH,
and lime requirement. Some laboratories may also test for organic matter (OM) content,
salinity, nitrate, sulfate, certain micronutrients, and heavy metals (Foth and Ellis, 1988).
In addition, the crop growth environment is affected by soil texture (sand, silt and clay
content), level of soil compaction, moisture content, and other mechanical and physical soil
properties.
One of the most critical aspects of soil testing is actually obtaining representative soil
samples (i.e. collected with adequate spatial density at the proper depth and during the
appropriate time). Practical advice related to the collecting and handling of soil samples
was given by Vitosh et al. (1995), Hoeft et al. (1996), and Gelderman and Mallarino (1998).
However, the location and number of soil samples depends on the approach used to manage
soil fertility (Havlin et al., 1999). Currently, random, adaptive, and grid sampling techniques
are often used. In random sampling, soil cores are obtained from random locations within the
field. In adaptive sampling, selected locations depend on prior information. Grid sampling,
on the other hand, involves systematically collecting samples from predetermined points
in the field. None of the existing soil sampling practices has been recognized as the most
effective (Wollenhaupt et al., 1997).
Numerous attempts to develop on-the-go soil sensors have been previously reported
and reviewed (Hummel et al., 1996; Sudduth et al., 1997). The development of sensors is
expected to increase the effectiveness of precision agriculture (Pierce and Nowak, 1999).
In particular, sensors developed for on-the-go measurement of soil properties have the
potential to provide benefits from the increased density of measurements at a relatively low
cost (Sonka et al., 1997). Although only a few soil sensors are commercially available,
there is an on-going effort to develop new prototypes. The purpose of this publication is to
review recently reported concepts for on-the-go measurement of soil mechanical, physical
and chemical characteristics, and to discuss potential applications of such measurement
methods.

2. Instrumentation and methods
The global positioning system (GPS) receivers, used to locate and navigate agricultural
vehicles within a field, have become the most common sensor in precision agriculture. In
addition to having the capability to determine geographic coordinates (latitude and longitude), high-accuracy GPS receivers allow measurement of altitude (elevation) and the data
can be used to calculate slope, aspect and other parameters relevant to the landscape.
When a GPS receiver and a data logger are used to record the position of each soil sample
or measurement, a map can be generated and processed along with other layers of spatially
variable information. This method is frequently called a “map-based” approach. On the
other hand, some soil sensors may be used to vary application rates in response to sensor
output in real time without a GPS receiver (Morgan and Ess, 1997). Therefore, on-the-go
soil sensors can be a part of either “map-based” or “real-time” systems.
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Although there are a large variety of design concepts, most on-the-go soil sensors described in the literature involve one of the following measurement methods:
• Electrical and electromagnetic sensors measure electrical resistivity/conductivity, capacitance or inductance affected by the composition of tested soil.
• Optical and radiometric sensors use electromagnetic waves to detect the level of energy
absorbed/reflected by soil particles.
• Mechanical sensors measure forces resulting from a tool engaged with the soil.
• Acoustic sensors quantify the sound produced by a tool interacting with the soil.
• Pneumatic sensors assess the ability to inject air into the soil.
• Electrochemical sensors use ion-selective membranes that produce a voltage output in
response to the activity of selected ions (H+ , K+ , NO3 − , Na+ , etc.).
The majority of sensors described in this review provide signal output that is affected
by more than one agronomic soil characteristic. Table 1 lists soil properties that have been
targeted using each measurement concept. In many instances, an acceptable correlation
between sensor output and a particular agronomic soil property was found for a specific
soil type or when the variation of interfering properties was negligibly small. At this time,
it remains unknown which sensor combinations could be used to simultaneously describe
spatial variation of several agronomic soil properties in diverse crop growth conditions.
The cited studies reported different levels of results on specific sensor development: from
theoretical studies to field evaluations of commercial implements. Precision and accuracy
have been used as the main quantitative assessments of sensor performance (Vaughan, 1999).
Precision usually refers to the ability of the sensor to repeat its own measurement in the
same location and time, while accuracy is a measure of how well the sensor measurements
correlate to an actual soil property that is determined using the conventional (reference)
measurement technique. Both precision and accuracy define how well given soil properties
can be predicted based on sensor output. However, the majority of studies report correlations between sensor outputs and conventional measurements expressed either as Pearson
coefficient of correlation (r) or coefficient of determination (r2 ). It is necessary to keep in
mind that both values depend on the range of soil properties used during evaluation and may
vary in different fields. Few studies reported actual prediction results using an independent
set of data.
2.1. Electrical and electromagnetic sensors
Various measurement systems are based on electrical circuits and used to determine
the ability of certain media to conduct or accumulate electrical charge. If soil is used as
such a medium, its physical and chemical characteristics can affect circuit behavior and,
thus, the measured electric parameters. Rapid response, low cost and high durability have
made electrical and electromagnetic sensors the most attainable techniques for on-the-go
soil mapping. Obtained maps have been correlated to: soil texture, salinity, organic matter,
moisture content, and other soil attributes.
The ability of soil to conduct electricity is usually quantified by electrical resistivity
(ER) or electrical conductivity (EC). Both values are related to voltage and electric current
ratio for a known configuration of transmitting and receiving electrodes. In the case of

74

Sensors

Electrical and
electromagnetic
Optical and
radiometric
Mechanical
Acoustic and
pneumatic
Electrochemical

Agronomic soil properties
Soil
texture
(clay, silt
and sand
content)

Soil
organic
matter or
total
carbon
content

Soil
moisture
content

Soil
salinity or
sodium
content

X

X

X

X

X

X

X

Soil compaction or
bulk
density

X

Soil pH

X

X
X

X

Depth
variability
(depth of
topsoil or
hard pan
detection)

Residual
nitrate or
total
nitrogen
content

Other
macronutrients (i.e.
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X

X
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X

X

X

X

X
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Table 1
Soil properties that have been targeted with various on-the-go soil sensing methods
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direct measurement of electrical resistivity/conductivity, such electrodes can be as simple
as isolated coulters that are rolled through the field. The distance between electrodes defines
the effective measurement depth. Therefore, multiple depths can be sensed simultaneously
if more than two electrodes are used.
On the other hand, non-contact EC measurement can be accomplished using a pair of
inductors. When a transmitting coil with alternating current is placed in proximity to the
soil, the magnetic field induces a flow of electrical charge in the soil. This current is sensed
using a receiving coil also placed in proximity to the soil. The distance between two coils
and their orientation defines the effective measurement depth.
Several commercial implements have been developed and marketed that utilize one of
these methods for on-the-go measurement of electrical resistivity/conductivity. Buchleiter
and Farahani (2002), Fritz et al. (1999), and Sudduth et al. (2003) compared electromagnetic
induction and contact sensors while mapping agricultural fields. They reported similarities
in map patterns and high correlation between collocated points (Pearson coefficient of correlation as high as 0.92). Although multiple electrical conductivity maps developed from data
collected in the same field may repeat in terms of pattern, significant differences are often
present when comparing collocated points. Operation speed and height, soil moisture and
temperature, topsoil depth, and simply instrumentation drift with time may cause significant
effects on EC measurements while using an electromagnetic sensor (Sudduth et al., 2001).
Because a soil profile is seldom a homogeneous substance, values of electrical resistivity/conductivity measured at the surface represent the apparent physical characteristics of
a homogeneous medium with similar dimensions as the soil being tested. Therefore, many
different soil profiles may produce similar measurements of the apparent electrical resistivity/conductivity (Dabas and Tabbagh, 2003). Consequently, measured values of electrical
resistivity/conductivity reveal the heterogeneity of soil present in a single agricultural field
and are affected by more than one important physical soil characteristic: soil texture, salinity, organic matter, moisture content, and the depth of the clay pan (Mueller et al., 2003).
Secondary correlation with soil nutrients and pH has been observed in some studies. Lund
et al. (1999) as well as Colburn (1999) described potential usages of electrical conductivity
measurements for site-specific management.
Since a single measurement is theoretically insufficient to predict several soil properties at
the same time, it is reasonable to explore the possibility of multiple measurements. Fan et al.
(2001) have attempted to simultaneously measure soil conductive and capacitive properties.
They found through laboratory testing that there is a potential for separating soil moisture
and soil salinity if a frequency response analysis is applied (r2 = 0.73 and 0.56, respectively).
Lee et al. (2002) used a similar method under controlled soil density and depth conditions
and obtained r2 values of 0.88 and 0.83 for soil moisture and soil salinity, respectively.
The fact that the dielectric constant of water is an order of magnitude greater than that
of soil makes measurement of capacitance or dielectric constant a very attractive technique
to determine soil moisture content (Starr and Paltineanu, 2002). Whalley et al. (1992), for
example, designed a tine-shaped sensor for on-the-go measurement of soil moisture. They
reported that 84% of sensor variance could be explained through differences in moisture
content, while dry bulk density also had a significant effect on the measurements obtained.
Liu et al. (1996) incorporated a dielectric-based soil moisture sensor into an instrumented
chisel and conducted field tests to determine if the system worked satisfactorily under
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dynamic field conditions. They located the moisture sensor in an insulated nylon block, away
from any metal, directly behind the cutting edge of a soil mechanical resistance-mapping
sensor. Field tests revealed that this was a viable technique to rapidly measure soil moisture
content in situ, although interference from soil salinity, temperature, and perhaps soil texture
affected the moisture measurement. Andrade et al. (2001a) further improved this sensor to
overcome the interference. Although no significant effect of soil texture was detected in
their study, the interference of temperature and salinity was significant. This interference
was overcome through real-time measurement of temperature as well as the amplitude
and frequency at resonance, and application of empirically defined relationships. Sensor
evaluation revealed an acceptable correlation with volumetric moisture content (r2 value
was 0.87 and 0.78 during laboratory and field tests, respectively).
Table 2 summarizes the electrical and electromagnetic sensors described above. It appears that both conductive and capacitive soil properties that can be measured on-the-go are
affected by several agronomic soil characteristics. It was observed that soil types (mainly
soil texture) significantly affect the output of most commercially available electrical resistivity/conductivity sensors. Field variability of soil salinity, moisture and other characteristics
interferes with this relationship. Capacitor-type sensors have been useful in determining
volumetric moisture content in combination with the mechanical sensors described later.
2.2. Optical and radiometric sensors
Measurement of reflectance, absorption or transmittance characteristics of a material
provides a non-destructive and rapid technique to evaluate its properties. Determination of
Table 2
Electrical and electromagnetic sensors
Sensor concept

Status of development

Current results

Key references

Electrical conductivity/
resistivity contact
sensors (rolling
coulters/spike
wheels)

Three different sets of
commercial
implements, numerous
agronomic research
projects

Lund et al. (1999),
Colburn (1999), Dabas
and Tabbagh (2003)

Electrical conductivity
proximity sensors
(electromagnetic
induction method)

Commercial
implements, numerous
agronomic research
projects

Electrical conductivity
and capacitance
contact sensor
(rolling electrodes)
Capacitance contact
sensor (drag type)

Laboratory tests,
controlled conditions

Stable field pattern, soil
types (texture) seem to
be revealed the best,
indirect prediction of
soil nitrate content,
effects of organic
matter, moisture, and
salinity
Stable field pattern,
highly correlated to
contact sensors,
additional effects of
operation speed and
height
Simultaneous
measurement of soil
moisture and salinity

Field tests, commercial
circuits are available

Correlation with
volumetric moisture
content

Sudduth et al. (2001)

Lee et al. (2002)

Andrade et al. (2001a)
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the amount of energy reflected from the soil surface in a particular spectral range is the most
popular approach in agriculture. Similar to electrical and electromagnetic sensors, optical
and radiometric measurements are frequently affected by a combination of soil attributes.
However, the response in different parts of the spectral range may be affected by various soil
properties to different degrees, which provides an opportunity to separate several effects
with a single sensor response. According to Baumgardner et al. (1985), moisture, organic
matter, particle size, iron oxides, mineral composition, soluble salts, parent material, and
other attributes affect soil reflectance.
Historically, soil color (reflectance in the visual portion of the spectra) has been one of the
most obvious parameters used to characterize heterogeneity of soil in a given agricultural
field. Aerial and satellite imagery obtained using remote sensing techniques (Frazier et al.,
1997) is an excellent means of analyzing the variability of soil reflectance at the landscape
level. Such data are usually referred to as “bare soil images”. However, crop residue cover,
as well as the other limitations of remote sensing, limits the use of aerial and satellite bare
soil imagery. On the other hand, on-the-go sensors that operate beneath the soil surface are
not affected by weather and field surface conditions.
Early laboratory studies (e.g., Krishnan et al., 1980; Stoner and Baumgardner, 1981) have
shown correlation of soil OM with both visible and near infrared (NIR) reflectance. Shonk
et al. (1991) developed a shank-mounted sensor that measured soil reflectance at 660 nm
and correlated these measurements with organic matter (for moist soil r 2 = 0.71). This
“organic matter sensor” has been used to control soil-applied herbicide rates in real-time
based on the variability of OM. The need for soil-specific calibration of the sensor was the
main limitation to more widespread use of this sensor.
Later laboratory tests have shown that NIR soil reflectance can be used to estimate soil
OM, soil moisture, and CEC in soils from a wide geographic area of the US Corn Belt and
for both surface and subsurface soils (Sudduth and Hummel, 1996; Hummel et al., 2001).
During another laboratory study, Viscarra Rossel and McBratney (1998) determined that
NIR reflectance could predict clay and moisture content, but not OM. Reeves et al. (2002)
conducted laboratory tests and concluded that both near- and mid-infrared spectroscopy
have great potential for organic carbon determination. Similarly, Fystro (2002) reported the
potential for using visible and NIR spectroscopy to predict both organic carbon (r 2 = 0.65)
and total nitrogen (r2 = 0.87). Lee et al. (2001) indicated that calcium and magnesium
content could be predicted when spectral responses of the soil samples were analyzed.
Sudduth and Hummel (1993a) developed a portable, on-the-go spectrophotometer designed to acquire NIR soil reflectance data at a number of narrow-band wavelengths, and
successfully predicted soil organic carbon across a range of soil types and moisture contents
with standard error of prediction (SEP) equal to 0.23%. In field tests, the movement of soil
past the sensor during scanning introduced errors and increased the SEP for organic carbon
prediction to 0.53% (Sudduth and Hummel, 1993b). Shibusawa et al. (1999) reported on
a real-time portable spectrophotometer that is capable of field mapping of soil properties
using soil reflectance data from 400 to 2400 nm. They correlated spectral reflectance data
at four single wavelengths to soil moisture, pH, EC, and soil OM (r2 values were 0.68,
0.61, 0.64, and 0.87, respectively). However, a multispectral approach was required to correlate NIR reflectance and soil nitrate nitrogen levels (r2 = 0.5). A later version of this
system incorporated a spectrophotometer with a digital video camera, EC electrodes and a
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mechanical load sensor, and was used to study both spatial and temporal variability of soil
OM and nitrate content (Shibusawa et al., 2003).
Christy et al. (2003) reported on a prototype soil reflectance mapping unit equipped with
a near infrared spectrophotometer. Results of a pilot study indicated that locally weighted
principal component regression analysis (900–1700 nm) was capable of predicting moisture,
total carbon, total nitrogen, and pH (r 2 = 0.82, 0.87, 0.86, and 0.72, respectively) using data
from a single field in central Iowa. The unit produced data with a high level of repeatability
between travel passes that resulted in clear definition of soil patterns related to the spectral
reflectance.
Based on the preliminary work conducted by Upadhyaya et al. (1993), Ehsani et al.
(1999) studied the possibility of using near infrared spectroscopy for rapid determination
of soil nitrate content. They conducted laboratory and field experiments using two soil
types to investigate the suitability of NIR spectroscopy for measuring soil nitrate content.
Their results showed that it was possible to use the NIR spectrum of the soil in the range of
1800–2300 nm to determine soil nitrate content, but a site-specific calibration was necessary
to map nitrate variation over a large area. To overcome the problem of non-uniqueness of the
calibration curve, Ehsani et al. (2000) used mid-infrared (MIR) spectroscopy to reveal the
nitrate ion signature that was not detected in the NIR range. Their preliminary studies clearly
identified a prominent nitrate peak located at 7194 nm. However, several physical properties
significantly influenced the MIR spectra. To overcome this problem, the investigators used
one-dimensional continuous wavelet decomposition and calculated the ratio of volume
under the nitrate peak to the volume under the water peak (6061 nm). The MIR spectra
results were compared to soil nitrate content over a range of nitrate concentrations from
400 to 3000 mg/kg of nitrate–nitrogen (r2 = 0.88). Based on this laboratory study, which
included two soil types and two sources of mineral nitrogen added as a fertilizer, they
concluded that MIR spectroscopy provides a viable technique to rapidly determine soil
mineral nitrogen.
Other radiometric sensors, in addition to optical reflectance devices, have also been developed. Whalley and Bull (1991) theoretically examined the feasibility of using a microwave
sensor to predict soil moisture content. They reported potential difficulties with sensor
calibration and measurements below 10 cm.
Ground penetrating radar (GPR) is another sensor that is similar in principle to seismic
and sonar methods. GPR usually consists of two antennas: a transmitter radiates pulses of
high-frequency electromagnetic waves, and a receiver detects the reflected electromagnetic
waves as a function of time (Davis and Annan, 2002). GPR has the potential to help map
soil properties such as soil texture and organic matter, thickness and depth of soil horizons
and water tables, and differences in soil compaction due to plow pan development (Johnson
et al., 1982; Truman et al., 1988; Doolittle and Collins, 1995; Freeland et al., 1998). Application of GPR traditionally requires visual inspection of the site and interpretation of the
radargram regions into classes, followed by ground-truthing for verification. Newer systems can perform some of these procedures automatically. If a quantitative procedure for
systematic classification can be developed, GPR has the potential for broad use in precision
agriculture as a non-invasive technique to delineate subsurface features.
To accomplish on-the-go mapping, commercial GPR systems have been mounted on
mobile platforms. Original studies were conducted using linear distance markers, which
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required substantial time. Freeland et al. (2002) linked geographic information system
(GIS) and GPS packages with GPR to increase data collection and image post-processing
efficiency. Odhiambo et al. (2002) showed that fuzzy-neural networks could be applied to
GPR data to supply real-time soil profile clustering and classification during soil surveys.
Huisman et al. (2003) has mentioned a GPR mounted on a mobile platform to provide
on-the-go estimates of volumetric soil moisture content. Other applications of on-the-go
GPR measurements may be attempted in the future.
Optical soil sensors appear to have great potential for determining soil organic matter
content. Essentially, they measure soil color that was historically used to assess soil carbon.
On the other hand, hyperspectral soil reflectance measurements do not differ from the
data obtained from aerial or satellite platforms of remote sensing, and the majority of data
processing algorithms remain applicable. In studies related to soil optical properties, it
has been proven that visual and NIR soil spectral response can predict texture, moisture,
CEC and other soil amendments if proper data analysis techniques are applied (Table 3). In
addition, several researchers have successfully correlated soil reflectance with soil chemical
properties (i.e. soil nitrate content and pH). Providing reliable and inexpensive acquisition of
subsurface soil reflectance measurements has been one of the major limitations in the past.
GPR represents another radiometric method that has great potential in geophysics in
general and agriculture in particular, especially to support water management. Davis and
Annan (2002) suggest that GPR instrumentation and methodology are just maturing. The

Table 3
Optical and radiometric sensors
Sensor concept

Status of development

Current results

Key references

Single wavelength
subsurface soil
reflectance sensor

Field tests

Shonk et al. (1991)

Hyperspectral visual
and near-infrared
subsurface soil
reflectance sensor

Extensive laboratory
studies, field tests,
commercial
spectrometers, various
data processing
algorithms

Hyperspectral visual
and mid-infrared
subsurface soil
reflectance sensor
Microwave sensor

Laboratory tests

Correlation with organic
matter for the same soil
type interference of soil
moisture
Organic matter (carbon
content), soil texture,
moisture and CEC were
primary targets, some
reports on correlations
with electrical
conductivity, soil pH
and nutrients
Correlation with soil
mineral nitrogen

Theoretical study

Ground penetrating
radar

Field tests, commercial
instruments available

Correlation with soil
moisture
Correlation with
volumetric soil
moisture, studies on
geophysical soil
composition

Shibusawa et al. (1999),
Hummel et al. (2001),
Christy et al. (2003)

Ehsani et al. (2000)

Whalley and Bull
(1991)
Huisman et al. (2003)
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introduction of compact and readily portable systems along with digital data acquisition
facilitates collection of geo-referenced data as well as the incorporation of modern data
analysis techniques, such as neural networks (Odhiambo et al., 2002). These developments,
and the relatively low cost of current systems, should result initially in increased research
on the applicability of GPR to precision agriculture, and ultimately, increased adoption of
commercially available GPR systems.
2.3. Mechanical sensors
Electrical, electromagnetic, optical and radiometric soil sensors provide capability to
evaluate variability of soil physical composition while traveling across the field. However, a
mechanical characteristic of soil such as soil strength (usually assessed through measuring
mechanical resistance) may provide additional useful information about soil conditions
(e.g., compaction). Regions of high mechanical resistance in the soil may arise naturally,
be caused by compaction from heavy farm machinery, or by the formation of plow pans.
In each case, soil particles are positioned closer to each other, and the process is referred
to as compaction. Compacted soils reduce growth rates of crop roots and thus limit the
availability of water and nutrients to the plant (Upadhyaya et al., 1999).
A standard vertical cone penetrometer is frequently used to measure soil resistance to
penetration (ASAE, 2002), which is believed to be a representation of soil compaction.
Even when automated, cone penetrometer measurements are typically time consuming and
the results are highly variable. To overcome these problems, a number of prototype systems
have been developed for on-the-go sensing of soil mechanical resistance.
Strain gauges and load cells provide a very convenient way of measuring forces acting
on tillage tools. They are relatively inexpensive, very robust (i.e. can withstand harsh field
environments), and are easily interfaced to a data acquisition system, thus making them
ideal for real-time applications. Load cells are routinely used to measure draft, vertical
load, side force, and moments acting on tillage implements. For example, in a study conducted by Glancey et al. (1996), a tillage implement was calibrated using a three-point hitch
dynamometer in different soil conditions and at different speeds.
Alihamsyah et al. (1990) developed a system for mapping soil mechanical resistance
using a horizontal cone and wedge penetrometer at a particular depth. The correlation
coefficients between horizontal penetrometer measurements and a standard (vertical) penetrometer were between 0.74 and 0.99. An instrumentation system for measuring both
horizontal and vertical components of the overall mechanical resistance to a deep tillage
implement was designed by Owen et al. (1987). Similarly, Liu et al. (1996) developed a tine
instrumented with a load cell to measure soil resistance to cutting. They hypothesized that
when an instrumented tine is pulled through the soil at a constant depth and speed, the force
required to pull the tine is a function of soil bulk density (compaction), texture, and moisture content. If the soil cutting force is corrected for the moisture content, an index called
texture-compaction index (TCI) can be determined. Since soil texture does not change with
time, TCI can be used to infer soil compaction level.
In general, any instrumented soil tillage tool can be used to determine spatial variation of
draft force. For example, in research conducted by Van Bergeijk and Goense (1996), tillage
resistance was measured using a plow. They demonstrated how specific draft maps could be

V.I. Adamchuk et al. / Computers and Electronics in Agriculture 44 (2004) 71–91

81

used to locate different types of soil within the field. In another study, Ehrhardt et al. (2001)
used an electrical conductivity (EC) cart equipped with a load cell as a reference implement
to predict draft requirements in different areas of a field. The Pearson correlations between
measured draft and predicted draft, while using an EC cart as the reference, were between
0.89 and 0.95.
Although an index like TCI or soil strength estimated using a “draft cart” can provide
information about soil density over the whole cutting depth, they are of little use in locating
the presence of a compacted layer within the soil mass. A shank instrumented with an
array of strain gauges, such as that developed by Glancey et al. (1989), can be used to
measure the soil cutting force profile, and to locate hard pans. Although the design used
by these investigators located the hard pan and estimated the force profile, there were some
concerns related to sensitivity and drift of the gauges. Another system with an array of strain
gauges attached to the backside of a vertical smooth blade has been developed and tested by
Adamchuk et al. (2001a). The system was capable of estimating soil mechanical resistance
at three depth intervals. In this system, a relatively low signal to noise ratio made it difficult
to predict soil mechanical resistance near the surface. Another prototype of the vertical
blade equipped with an array of strain gauges was used both to estimate a spatial pattern
of soil resistance and to identify the trend of soil resistance change with depth, assuming a
linear change of resistance pressure with depth (Adamchuk et al., 2001b).
Andrade et al. (2001b, 2002) developed a compaction profile sensor that used eight
independent load cells housed within a shank body to measure soil cutting force acting over
eight cutting elements spaced 5 cm apart. These cutting elements were evenly distributed
over an operating depth of 61 cm. Field tests indicated that the soil cutting force predicted
from measured cone index values was comparable to the actual soil cutting force measured
using the soil compaction profile sensor (r 2 = 0.99). In addition, the investigators developed
a more compact and less expensive sensor that can sense the soil compaction profile to a
depth of 46 cm. Chung et al. (2003) and Verschoore et al. (2003) have further explored the
idea of using multiple horizontal penetrometers to estimate soil mechanical resistance at 5
and 6 depths, respectively.
Determination of a layer with high compaction has been one of the major objectives
for soil mechanical resistance mapping. Stafford and Hendrick (1988) developed an instrumented blade moving in undisturbed soil mounted on the back of a deep tillage tool, and
showed it could dynamically determine “soil pans”. Manor and Clark (2001) designed an
instrumented subsoiler to map “hard-pans” using dynamic operation of the implement. A
patent has been recently issued (Raper and Hall, 2003) on a similar sensor that incorporates
a horizontal probe with a vertically oscillating action to provide a profile of soil strength.
The resulting maps could be used to prescribe variable depth tillage in different field areas.
A control system, such as the one developed by Khalilian et al. (2002) can then be used to
guide the tillage equipment to the appropriate depth. Adamchuk et al. (2003b) integrated
a measurement system with a commercial implement for deep soil tillage. The system is
capable of real-time assessment of variation in soil mechanical resistance with depth, and
could guide itself to appropriate operating depth.
Maps of soil mechanical resistance or draft of agricultural implements reveal field areas
potentially limiting root growth (Table 4). Both soil compaction and low moisture content
can theoretically cause high soil strength. Proper timing of soil mapping or integration
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Table 4
Mechanical sensors
Sensor concept

Status of development

Current results

Key references

Draft force mapping

Use of commercial
implements, available in
most modern tractors
Field tests, mapping of
commercial fields

Relationship to
pre-tillage conditions

Van Bergeijk and
Goense (1996),
Ehrhardt et al. (2001)
Owen et al. (1987), Lee
et al. (1996)

An implement equipped
with load transducers
to measure total draft

Single depth horizontal
penetrometer
Vertical blade (tine)
equipped with an
array of strain gauges

Vertical tine equipped
with an array of load
cells and independent
horizontal soil
penetrometers
Measurement
implement with
dynamic depth
operation capability
Deep tillage implement
equipped with a set
of load cells and
strain gauges

Field tests
Field tests, mapping of
commercial fields

Field tests, mapping of
commercial fields

Soil bin and field tests

Preliminary field tests

Correlation with
bulk-density
(compaction) for
specified texture and
moisture
Correlation with cone
penetrometer
Correlation with vertical
cone penetrometer,
determination of soil
mechanical resistance
variation with depth
Correlation with vertical
cone penetrometer,
determination of soil
mechanical resistance at
several specific depths
Detecting hard (plow)
pans through fluctuating
depth of a tool for
measuring soil
mechanical resistance
Capability to provide
real-time correction of
tillage depth based on
the variation of soil
mechanical resistance
with depth

Alihamsyah et al.
(1990)
Glancey et al. (1989),
Adamchuk et al.
(2001a)

Andrade et al. (2002),
Chung et al. (2003),
Verschoore et al. (2003)

Stafford and Hendrick
(1988), Manor and
Clark (2001), Raper and
Hall (2003)
Adamchuk et al.
(2003a,b)

with a sensor targeting soil moisture may allow delineation of areas recommended for spot
(local) tillage. Results of research aimed at assessing the benefits of variable tillage are
still limited. Currently, there is no other obvious potential utilization of data collected with
any mechanical sensor for crop production. A number of investigations have attempted to
search for soil depth where a local maximum of soil mechanical resistance occurred (plow
or hard pan). Adjusting tillage depth to remove the hard pan has potential economic impact
and may become commercially available soon.
2.4. Acoustic and pneumatic sensors
In addition to electrical, electromagnetic, optical, radiometric, and mechanical sensors,
several attempts have been made to use alternative means to differentiate mechanical and
physical characteristics of soil. Thus, acoustic and pneumatic sensor measurements have
been correlated to soil texture and compaction.
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Table 5
Acoustic and pneumatic sensors
Sensor concept

Status of development

Current results

Key references

Microphone equipped
soil shank
Microphone equipped
horizontal cone
penetrometer
Air pressure transducer

Soil bin tests

Correlation with soil
clay content (soil types)
Correlation with cone
penetrometer to detect
plow pan depth
Separating different
tillage treatments,
affected by
structure/compaction,
moisture and soil type

Liu et al. (1993)

Soil bin tests

Field tests

Tekeste et al. (2002)

Clement and
Stombaugh (2000)

Liu et al. (1993) reported on preliminary tests of an acoustic measurement method for
determining soil texture. A shank with a rough surface and hollow cavity was equipped with
a microphone that recorded the sound produced through interaction of soil and the shank.
The frequency of the resulting sound was used to distinguish among different types of soil.
In a system developed by Tekeste et al. (2002), sound waves were used to detect compaction
layers. A small microphone installed inside a horizontal cone attached to a tine was pulled
through the soil. The amplitude of sound in a selected frequency range was compared to the
cone index obtained at different depths of a soil profile. They reported that the instrument
could successfully detect a prepared hard pan at a particular depth. In both of these studies
it was necessary to account for background noise.
Estimation of soil compaction was attempted by measuring the pressure required to force
a given flow of air into the soil (Clement and Stombaugh, 2000). An air injector was placed
in direct contact with the soil below the surface. Air pressure and flow were recorded
and compared with air permeability. This sensor was capable of detecting changes in soil
structure/compaction, moisture content, and soil type. During preliminary field tests, the
system was able to differentiate between several tillage treatments. Air permeability was
previously related to wheel traffic soil compaction in a study involving several soil types
(Wood et al., 1991).
Both acoustic and pneumatic sensors serve as alternatives to mechanical sensors when
studying the interaction between soil and an agricultural implement (Table 5). At this time,
the relationship between sensor output and the physical state of soil is poorly understood
and additional research is needed. Because of conceptually different measurement principles, acoustic and pneumatic sensors may be strong candidates for sensor fusion, in which
multiple data streams are merged to improve prediction of targeted soil attributes.
2.5. Electrochemical sensors
Most sensors described above have been used to directly or indirectly assess spatial
variability of different mechanical and physical soil properties. On the other hand, direct
on-the-go measurement of soil chemical characteristics, such as pH or nutrient content has
been the objective of considerable research. Electrochemical methods have been success-
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fully used to directly evaluate soil fertility. This is usually done by either an ion-selective
electrode (glass or polymer membrane), or an ion-selective field effect transistor (ISFET).
In both cases, measured voltage (potential difference) between sensing and reference parts
of the system is related to the concentration of specific ions (H+ , K+ , NO3 − , etc.). Ion
selective electrodes have been historically used by commercial soil laboratories to conduct
standard chemical soil tests, and they are widely used to measure soil pH.
Ion-selective field effect transistors have several advantages over ion selective electrodes,
such as small dimensions, low output impedance, high signal-to-noise ratio, fast response
and the ability to integrate several sensors on a single electronic chip. In a laboratory study,
Birrell and Hummel (1997) investigated the use of a multi-ISFET sensor chip to measure
soil nitrate in a flow injection analysis (FIA) system using low flow rates, short injection
times, and rapid rinsing. The multi-ISFET/FIA system was successfully used to measure soil
nitrate content in manually prepared soil extracts (r2 > 0.90) under controlled conditions.
The rapid response of the system allowed samples to be analyzed within 1.25 s, and the low
sample volumes required by the multi-sensor ISFET/FIA system makes it a likely candidate
for use in a real-time soil nutrient sensing system. The potential of several polyvinyl chloride
(PVC) matrix membranes for use as ISFET membranes for soil nitrate measurement was
investigated by Birrell and Hummel (2000). More recently, research on rapid extraction of
nitrate (Price et al., 2003) demonstrated that judicious selection of data analysis techniques
could provide nitrate measurements in 2–5 s after injection of the extracting solution into
the soil core.
The automation of real-time soil nutrient measurement using ISFET/FIA technology
depends on rapid and precise soil sampling and interfacing with the sensor. Birrell and
Hummel (2001) tested a prototype mechanical extraction system; however, the extraction
system did not consistently provide soil extracts that could be analyzed by the ISFET/FIA
system, and required considerable improvement. Yildirim et al. (2003) developed an automated electro-pneumatic soil sampling method, which may be capable of providing soil
samples for on-the-go soil analysis. Laboratory tests indicate that the sampling method can
rapidly cut and transport soil samples across a range of soil texture and moisture levels
while maintaining a consistent sample mass.
Loreto and Morgan (1996) developed another automated system for on-the-go measurement of soil nitrate. The system consisted of a core-sampling wheel, indexing and
processing table, and data acquisition and control systems. It was capable of conducting
sampling, chemical extraction and measurement of ion concentration with an ISFET in field
conditions. In laboratory soil bin tests, correlations of ISFET response to a conventional
nitrate electrode and to laboratory colorimetric analysis were 0.65 and 0.43, respectively.
The weakest link in the system was the ISFET’s response and calibration drift. Successful
attempts were also made to measure soil pH using the same instrumentation with a pH
electrode.
Adsett et al. (1999) also developed a prototype soil nitrate monitoring system consisting
of a soil sampler, a conveying and metering unit, an extraction and measurement unit, and
a control unit. Through the analysis of response curves for different soil types, a procedure
was developed to predict soil nitrate using an NO3 − ion-selective electrode in less than 10 s.
While obtaining acceptable results during laboratory testing, field evaluation revealed the
need for additional improvement of the sampler and other system components.
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A successful automated system for on-the-go mapping of soil pH was developed and
tested under field conditions by Adamchuk et al. (1999). While traveling across the field,
a soil sampling mechanism located in a toolbar-mounted shank scooped a sample of soil
from a depth of approximately 10 cm and brought it into firm contact with the sensitive
membranes of two flat-surface ion-selective electrodes. After stabilization of the electrode
output (typically 5–15 s), a new soil sample was obtained and the electrode surfaces were
rinsed at the same time. This method was referred to by the authors as direct soil measurement (DSM). Every measurement was geo-referenced using a GPS receiver. Collins
et al. (2003) modified the soil sampling mechanism by using a horizontal coring tube,
which significantly increased the reliability of on-the-go soil pH mapping. A commercial
instrumentation system has recently become available.
An agro-economic analysis by Adamchuk et al. (2004) showed that higher resolution
maps could significantly decrease pH estimation errors and increase potential profitability
of variable rate liming. A simulation comparing 1 ha (2.5 acre) grid point sampling and
automated mapping resulted in US$ 6.13/ha higher net return over the cost of liming during
a four-year growing cycle in a corn–soybean rotation.
The ability to obtain high-resolution maps of soil nitrate and potassium levels at the
time of pH mapping could further expand the potential for economic and environmental
benefits of site-specific crop management. Preliminary laboratory evaluation of potassium
and nitrate ion-selective electrodes showed that it is feasible to use both NO3 − and K+
ion-selective electrodes to determine soluble nitrate and potassium contents on naturally
moist soil samples with the same level of errors (less than 0.3 log (K+ ) or log (NO3 − ))
as soil pH (Adamchuk et al., 2003a). However, when comparing this error to the total
field variability, potassium and nitrate measurements have much lower relative accuracy
than soil pH. Therefore, the potential for DSM using ion-selective electrodes appears to
decline in the order pH > K+ > NO3 − . Additional research is required to evaluate the
application of DSM for mapping soil pH, plant-available K+ and NO3 − , both in terms of
improving sensor performance and interpretation of the results for site-specific management
decisions. The major drawback of the proposed methodology is that the values measured
on-the-go represent snapshots of pH or nutrient availability with no information regarding soil buffering or nutrient release over time. Also, on-the-go mapping at a fixed depth
may limit the ability to obtain representative measurements required for many prescription
algorithms, especially in cases when soil stratification is pronounced. Multiple units operating at different depths could partially resolve this limitation for relatively shallow depth
intervals, but may not be adequate for soil properties that require deep soil sampling (e.g.,
NO3 − ).
According to preliminary field trials, integrated, automated, on-the-go mapping of pH,
K+ , and NO3 − may be used to identify areas of fields with extremely low and high fertility
levels and serve as a complimentary data layer for conventional soil sampling programs
while significantly reducing the number of laboratory samples required.
To date, only those sensors equipped with ISEs or ISFETs are capable of direct measurement of soil chemical properties (Table 6). Unlike previously described measurement
concepts, electrochemical sensors require a significant amount of time for the sensing element to reach equilibrium with the measured soil or soil solution. In addition, tedious
sample preparation is needed if the principal steps of conventional laboratory chemical
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Table 6
Electrochemical sensors
Sensor concept

Status of development

Current results

Key references

Ion-selective field effect
transistors (ISFETs)
with flow injection
analysis
Rapid extraction of soil
cores

Laboratory tests

Correlation with nitrate
concentration in soil
extracts

Birrell and Hummel
(2001)

Laboratory tests

Potential for reducing
lag time between
sample collection and
sensor output
The method has
potential to be used
with PVC membrane
electrodes
Correlation with
conventional laboratory
electrode for nitrate
content and soil pH,
ISFETs were used
Correlation with nitrate
content, hardware
improvements were
required
Correlation with soluble
potassium, residual
nitrate content and pH,
on-the-go mapping of
soil pH is available
commercially

Price et al. (2003)

Electro-pneumatic
sampling method

Laboratory tests

Core sampling wheel
with
indexing-processing
table

Soil bin and field tests

Sampling, conveying,
extracting and
measuring unit

Laboratory and field
tests

Direct measurement of
ion activity using
ion-selective
electrodes

Field tests and a
commercial implement

Yildirim et al. (2003)

Loreto and Morgan
(1996)

Adsett et al. (1999)

Adamchuk et al. (1999),
Adamchuk et al.
(2003a)

tests are replicated in a field sensing system. Sensor prototypes capable of accomplishing this task are relatively complex and still under development. Although the electrochemical measurements can be geo-referenced, the time lag between sample collection
and sensor output precludes on-the-go control of variable rate lime and fertilizer
applications.
Direct soil measurement is commercially available for mapping soil pH. It is a much simpler concept but it does not provide real-time extraction of targeted ions, such as potassium.
Therefore, the measurements represent “snapshots” of ion activity and current recommendations cannot be applied directly to prescribe variable rate lime and fertilizer applications.
Alternatively, such recommendations can be developed if ion activity measurements are
collocated with a soil buffering estimate (such as CEC) that can be predicted based on
electrical conductivity and/or soil reflectance measurements.

3. Conclusions
Although various on-the-go soil sensors are under development, only electrical and electromagnetic sensors have been widely used in precision agriculture. Producers prefer sensors
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that provide direct inputs for existing prescription algorithms. Instead, commercially available sensors provide measurements, such as electrical resistivity/conductivity that cannot
be used directly since the absolute value depends on a number of physical and chemical
soil properties, such as texture, organic matter, salinity, moisture content, etc. In contrast,
electrical and electromagnetic sensors give valuable information about soil differences and
similarities which make it possible to divide the field into smaller and relatively homogeneous areas referred to as finite management elements (FMEs) or management zones. For
example, such FME could be defined according to the various soil types found across a field.
In fact, ER/EC maps usually reveal boundaries of certain soil types better than soil survey
maps. Different anomalies such as eroded hillsides or ponding can also be easily identified
on an ER/EC map. Yield maps also frequently correlate to ER/EC maps. In many instances
such similarities can be explained through differences in soil. In general, the ER/EC maps
may indicate areas where further exploration is needed to explain yield differences. Both
yield potential and nutrient availability maps may have a similar pattern as soil texture and/or
organic matter content maps. These patterns can often be revealed through an ER/EC map
as well.
Therefore, it seems reasonable to use on-the-go mapping of electrical and electromagnetic soil properties as one layer of data to discover the heterogeneity (differences) of soil
within a field. When based on multiple data layers, FMEs with similar electrical resistivity/conductivity and a relatively stable yield may receive a uniform treatment that can be
prescribed based on a reduced number of soil samples located within each FME. Work done
by Corvin and Lesch (2003) as well as by Heiniger et al. (2003) can serve as examples of
site-specific data management that includes processing of EC maps. As new on-the-go soil
sensors are developed, different real-time and map-based variable-rate soil treatments may
be economically applied to much smaller field areas, subsequently reducing the effect of
soil variability within each FME.
Integrating different measurement concepts in a single mapping unit is one
of the current topics of research. It is believed that various sources of data fused
together can better predict selected agronomic soil attributes and support site-specific
crop management. An example of on-the-go soil sensors data fusion is coupling electrical conductivity with an optical sensor to determine the difference in organic
matter, soil texture and moisture content in very diverse growing conditions. Another possibility is the use of an electrical conductivity map along with soil pH measurements to
prescribe variable rate lime application. Studies investigating these and other data fusion approaches are currently active and more results should be available in the near
future.
Another important issue with regard to the usefulness of on-the-go sensors is the economic
value of the soil maps obtained. For example, data from electrical conductivity sensors were
initially correlated to other soil properties. However, future research may show that EC data
itself may be useful for making management decisions. In this case, the number of applications for the technology remain unknown until a reliable and widely accessible sensor
can be used for field research across the globe. Therefore, it is anticipated that some of the
reviewed sensor prototypes will be involved in agronomic and economic studies demonstrating the value and potential of information accessible through on-the-go soil sensors for
precision agriculture.
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